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Data sheet for flare equipment
Company:____________________________________________________________________
	Field:________________________________________________________________________
№
	Indicators
	Values

	1
	2
	3

	1* 
	Discharge type:
	- continuous 
	

	2* 
	
	- emergency
	

	3* 
	
	- repetitive
	

	4* 
	Type of flare unit:
	- single stack
	

	5* 
	
	- combined
	

	6* 
	Flare unit height H, m
	

	7* 
	Tip diameter DN, mm
	

	8* 
	Stack diameter DN, mm
	

	9* 
	Support structure to support flare stack
	- tailing
	

	
	
	- derrick structure
	

	
	
	- derrick structure with demountable stacks
(UFOS type)
	

	
	
	- structure with demountable tip (UFO type)
	

	

	Discharged (burnt) medium

	10* 
	Composition and properties of the gas
	Composition of combusted
gas, mol % and its parameters of

	11* 
	
	 high pressure
	 low pressure

	12* 
	
	
	

	13* 
	
	
	

	14* 
	
	
	

	15* 
	
	
	

	16* 
	
	
	

	17* 
	
	
	

	18* 
	
	
	

	19* 
	
	
	

	20* 
	
	
	

	21* 
	
	
	

	22* 
	
	
	

	23* 
	
	
	

	24* 
	
	
	

	7
	Gas density, kg/m3
	
	

	8* 
	Temperature, ° C  
	
	

	9* 
	Inlet pressure in the stack (g), MPa
	
	

	10* 
	Gas flowrate, thousand NCM/day
	min-
	max-
	min-
	max-

	11* 
	Head diameter, mm
	
	

	12
	Head height, mm

	
	


	Working conditions:

	13* 
	Climate conditions as per GOST 15150-69*
	

	14* 
	Temperature of the coldest five-day period, °C
	

	15* 
	Absolute minimum temperature, °C
	

	16* 
	Area on windload according to appendix 5 SNiP 2.01.07-85*
	

	17* 
	Seismicity area
	

	Additional equipment supplied

	18* 
	ignition system 
requirements for output to "higher' level
	Burner igniter
	remote manual
	

	19* 
	
	
	remote automatic
	

	20* 
	
	front flame
	remote manual
	

	21* 
	
	
	remote automatic
	

	22* 
	fuel KO drum
	- yes
	

	23* 
	
	- no
	

	24* 
	flare knock-out drum (FKOD),  tubular gas expander (TGE)
	- yes (volume, m3)
	

	25* 
	
	- no
	

	26* 
	in-built flare stack separator
	- yes (volume, m3)
	

	27* 
	
	- no
	

	28* 
	underground vessel
	- yes (volume, m3)
	

	29* 
	
	- no
	

	Special requirements:

	30* 
	Provide  ladders and maintenance platforms
	- yes
	

	31* 
	
	- no
	

	32* 
	Anticorrosive coating (proposal)
  - external, internal
	
	

	33* 
	Instrumentation equipment (specify required manufacturer)
	- yes
	

	34* 
	
	- no
	

	35* 
	Flare tip produced:
	- in Russia
	

	36* 
	
	- in other countries
	

	37* 
	Smokeless requirements
	- smokeless
	

	38* 
	
	- low-smoke
	

	39* 
	Providing smokeless burning through forced draft fan
	- yes
	

	40* 
	
	- no
	

	41* 
	Provision of smokeless burning through steam supply
	- yes
	

	42* 
	
	- no
	

	43* 
	Requirements for degree of thermal radiation by the base of flare stack, kW/m2 making allowances for the sun:
	1.4
	

	44* 
	
	2.8
	

	45* 
	
	4.8
	

	46* 
	
	9.4
	

	47* 
	Additional services required or not
	Supervised installation
	

	48* 
	
	Start-up and commissioning 
	

	49* 
	
	Transportation (destination)
	


* mandatory to fill in
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